
Technical Data Sheet

Physical Specifications

Hardware Specs. Inputs and Outputs Specs.

Media Specs.

Dimensions:
470mm x 585mm x 177mm

Weight:
25kg

Case Type:
4u 19” Rackmount

Boxed For Shipping: (LxWxH)
710mm x 540mm x 305mm

Environmental Tolerances:
Ambient Operating Temperature Range: 5 - 35 C  (40 - 95 F)
Humidity: 5% - 95% (non condensing)
Altitude: 0-8850ft (0 - 2700m)

Voltage:
108 - 240v 50-60Hz Auto Switching

Power Consumption:
10 amps

Media Drives:
2

Total Media Storage Space:
300GB

Max Output Resolution:
2560 x 1600 (3200 x 1200 in pan mode)

Outputs:
VGA / RGBHV, DVI, Composite Video, Component RGB,
S-Video, RS232, Ethernet control, DMX over Ethernet,
HippoNet and Audio (using 3rd party sound device)

Inputs:
VGA / RGBHV*, SDI*, Composite Video, S-Video, RS232, 
Midi*, DMX512*, DMX over Ethernet, HD-SDI*, 
DVI upto 1920 x 1200
                        
  *Yes - but is a separate option that must be specified

Supported Media Formats:
Quicktime, MPEG1, MPEG2, AVI, Windows Media, MPEG4,DIVX, DV, MP3, JPEG, BMP, TIFF, TGA

Maximum Media Size:
1920 x 1080

Number of Media Layers:
Up to 16 layers, 8 per output

Maximum Playback Resolution:
1920 x 1080
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Green Hippo is constantly improving its product 
range, so specifications are subject to change


